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STANDARD OFERATING PROCEDURE A Mey 1956
NUMBER 50=3092-1

NON=-EMERGENCY ATRCRAFT FIHE PROTECTION

1. PURPOSE: To establish resporsibility and unifoms wnderstanding ir the
local base aircraft fire protection program under nonesmergency conditions.

2., SCOPE: This 30P is applic 'biie to all base persomnel invelved in
aireraft traffic contrel, sircraft mainbenance and airsoredft ground suvpnorh
operations,

o

3. PROCEDURES:
a, The Conbrol Tower Will:

(1) Adwise the hase fire department of all cortempleted aircraft
touch and go landings and low approaches.

(2) Advise the base fire department whensver an arviving airveraft
commander nales a specii‘i@ request for runway standhy coverage in wexceong
of the normal line shandby vehicle,

(3) Control venicle traffic as raquired.

b. Base Operabions Will:

(1} Advise the bese firs ("‘OCL"‘bm**Lw, control tower, and transient
alert of all non-scheduled airerafi arcivales .nd deparbures,

(2} Advise the above ramed sechions ab the esr! i LR
of any changes which affect the arvival or departure of sch

{3) Adviss the hase fire Jeparbment when the naburs or ecabegory
of a scheduled or unscheduled arriving or departing aiveraft is abno
If explosives or dangercus cargo iz invelwved, the hazerd syubol, and CiaSE
code will be ineluded if kaowr, I a hoscital alr svacuabion airerafd is
involved, the murber and ecatagory of patisnts wiil be inelnded 1% kmowrn,

£
T

Supersedess S0P 40-30%2-2, 21 May 64, 30P 50-3092-1, 23 Mer 62, Operabions
Crash and Rescue Joverags For Alr Operations, 22 Dee 61, Lebter from D, G
Request for ClL Fiprs Trueck Standby, 24 Apr 62, Ietter, DM,

neide Hergars a.“ Soubh Samplex, 30 Apr 65, Ieit
Work Allowed while Tebing, 1 Oct 64, Iebter, DOM, 12 Feb &
uthorlzavion to Refusl-Defuel in Hangar "}mn“p lex,

25X1A9a
25X1A2g

25X1A%9a

Operating

v
pA

AP
1
Ly

OPR: DC3

- DISTRIBUTION: A, B & C

Approved For Release 2001/08/27 : CIA-RDP33-02415A000600070010-6



25X1A2g

25X1A2g

Approved For Release 2001/08/27 : CIA-RDP33-02415A000600070010-6

(4) Distribute a daily flyinc scheduls. Unless advie=d of =
change, the daily flying schedule concerning assigned aireraft will servs
notice to all units concerned of take offs and landings times fr theoo
aireraft.

¢, The Base Fire Department Will:

(1) Provide runway coverage for all dermapbures, »vrivais. oar local
area flying for all major aireraft including L@ cssliined Lo

selnoomt ey,

(2) Provide runway standby coverage for vy airore™ ralvieg Loneh
and go landings, or low approaches.

(3) Provide in-station alert for nll 1izit slos “u & vieal. and
departures.
(4) Provide close-in firs guard protection for alil enzire stapts

involving four engine or larger aireraft, hospital air evarustion aircrafi,
and aircraft transporting class WAM or wC® explceiven., A Pef, sakmgory
vehicle is suitable for all engine starts,

(5) Provide emergency configuration yuw -y stondiy coverage for
arrivals or departures of aircraft transporting cix - sfn op new gxplosives
and hospital air evacuation aireraft.

(6) Provide high risk area standby coverage as required by
Paragraph h.

(7) Provide runway standby coverage during Cygnus aircraft arrivals
or departures with three major fire vehicles plus support rescue equipment
provided such coverage does not interfere with other mandatory coverage
operations.

(8) Provide in-station alert for all reported aircraft engine runs
inside of south complex hangar. Although fire vehicle coverage is not
required for these operations, a senior fire department official should
make randem on the scene evaluations of such operations,

(9) Provide runway standby coverage with three major fire vehicles
plus support rescue equipment for airecraft arriving or departing with
Class "B" explosives on board if specifically requested by the aircraft,

(10) Provided no other mandatory fire wehicle standby operations
are interferred with, the pre-flight engine starts and post flight shut-
down of a cygnus aircraft cperation should be monitored by the fire vehicle
nearest the operation scene.

d. The-Aircraft Maintenance Chief Will:

(1) Arrange during weekends and holidays for at least one (1)
fully qualifiedhircraft Mazintenance Techniecian to remain in the "Area™
in an alert duty status. The alert duty technician will offer advice or
required assistance to security or fire department personnel on any abnormal

Cygnus Aireraft condition enecountered,

(2) Arrange during weekends ard holidays for a fully gualified
technician to remain in the immediate area of an operation whenever: Any
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aircraft and portable equipment placed under or near the aireraft are
required to remain in operation. Security and/or fire department personnel
will not be considered a qualified technician for this purpose and will
not perform this duty.

e, Transient Alert Will:
(1) Provide close-in fire guard protection on all transient
aircraft of less than four engines and assigned base aircraft of less than
four engines when required,

(2) Provide vehicle traffic control facilities with the "follow me!
vehicle, if so requested by the control tower.

f. Aireraft Ground Crew Personnel:

(1) Aircraft ground crew personnel will be responsible for standing
fire guard with portable fire extinguishers during the Following operations:

(a) Normal engine starts,
(b) Normal refuel or defuel operaticns,

(e¢) Other aircraft maintenance funciisng where the fire hazard
potential is normal,

g. Teb Operations:

(1) All aireraft Teb service operations will require one close in
fire vehicle standby for each system being serviced.

(2) Double Teb service opsrations will be performed only when
identified as being absolutely mission essential by the senior maintenance
area official on duty. Double Teb operations will not take priority over
any other mandatory standby requirement.

(3) No other work will be accomplished on the aft seetion of an
aireraft during a Teb service operation. The air ecraft crew chief will
insure that all personnel except Teb and fire portection standby crewmen
remain clear of the aft section during a Teb service operation.

(L) The only ground service equipment that may be attached to the
alreraft during Teb service operation includes:

(a) Electrical ground power (nose wheel well)

(b) Hokanson cooling cart (nose wheel well)

(e) I.N.S. check ou cart. (adjacent to nose wheel well)
(d) Enginc heaters,

(5) Aircraft pre-flight operations during Teb service operation

are limited to the operations listed in a-h below. As a general rule, no . *

more than three of these operations will be in progress simulteanously.
(a) Radio check.
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(b) I. N. S, check out.

(e) 1Install P. E. gear.
(d) Set up cockpit switches for flight.
(e) Preflight instrumentation package in (-Ray.
(£f) Install Q-Bay hatches,
(g) Install battery and nose wheel well covars.
(h) Fill IN/2 system.

h. Aireraft Ground Serviece Operations Inside Hangars.

(1) No aireraft will be serviced with Tsb, ILiquid Cxygen, or
Gaseous Oxygen while inside any hangar or Building #212.

(2) No aircraft refuel, defuel, or engine run will be performed
inside Hangars L-5-6-~7-8.

(3) Aireraft will not be refusled or defueled while inside the
South Complex Hangars or Building #212.

(4) [ireraft engines may be operated iiside the South
Complex Hangars up to 4,000 RPM, During all engine operations inside the
South Complex Hangars, the doors in front and behind the aircraft will be
open. The Base Fire Department will be notified of all engine operations
inside the South Complex Hangars, however, fire vehicle standby is not
required.

(5) Power runs above idle at the South Complex Hangars will be
moved out on the ramp. After-burner operations will be performed on the
South Pad,

(6) Aireraft at the South Complex Hangars requiring fuel, liquid
oxygen, gaseous oxygen, or Teb service will be moved out on the ramp and
stationed at the designated and specifically marked service points, (See
Attachment #1).

i, High Risk Area Fire Truck Standby:

(1) When the base fire chief determines that the number and nature
of alreraft ground service operations being perfomed in a given area
creates a major fire risk potential, necessary fire vehicles will be dispatched
to monitor the area, During high risk area standby, the fire vehicle will be
positioned at strategic vantage points, rather than near individual operations.
General location of these vantage points are as follows:

(2) South Ramp Area: The fire vehicle will be positioned so
that all operations both in front of the south complex hangars and on the
F-101 flight line may be monitored simulteanously,

(b) North Ramp Area: The fire vehicle will Be positioned in

the proximity of the north fly away pad so that all operations on the North
and West ramps may be monitored simulteanously.
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J+ Restricted Aireraft and Aircraft Engine Ground Service Operational

_Areas:

Except required service on 500 Series Vehicles, no aircraft or
ailrcraft engine ground servicing will be performed on the South side oi the
South Complex Hangars, South of Hangars L and 7, West of Hangars 6 and 7, or
between Hangars L-5 and 6~7. Operations in the listed areas would be out
of sight of the High Risk Area Standby Truck,

K. Priority System for Close in Fire Vehicl: Standby Hequirements:

(1) The number of fire protection vehicles availeble are frequently
exceeded by the number of concurrent close in standby recuirement operations.
A priority system is therefore necessary to assu:e proper fire protection
to the most mission essential hazardous operations, first rnd the lsss
essential hazardous operations subsequently.

: (2) Close in fire protection standby is mandatory and the type of
vehlele required is indicated for the following listed aircraft ground
service operations and will be provided on a priority basis as follows:
(a) Servicing aireraft with Teb: MNajor Vehicle.
. (b) Servieing of Teb carts: Major vehiclis,

(c) A1l engine runs on the south pad usimg military power or
higher: MaJjor Vehicle.

(d) FPuel systems calibrations: Major Vehicle,

(e) ‘Normal four engine or larger aireraft engine starts: P-6
category vehicle,

(£) Abnormal refuels or defuels: P-6 category vehicle.
(g) Welding or solder operation: P-6 category vehicle.

-(h) All other operations as received at the discretion of
the base fire chief.

1. Fire Vehlcle Runway Standby Points:

(1) Depending on the active runway in use, 14 or 32, the fire vehicle
runway standby point will be located at either location 3 or 4 on the base
fire department locator coordinates.

(2) If elther the lake bed or inside runways should be active
either singular or simulteanous with runway 14-32, the number of runway
standby vehicles and the location will be determined by the base fire chief,

m. Emergency Incidents:

An actusl emergency incident will take priority over any or all
mandatory fire vehicle standby operations identified in this SOP. During
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an emergency incident, at the discretion of the base fire chief any
mandatory standby operation in progress will be terminated and no new
operation will begin until the emergency incident terminates.

-
25X1A%a
Deputy Commander for Support
25X1A9a
Tl /
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